Klittenbandwinkel.nl

Zelfklevend plastic haakband 100mm zwart, KB118

Plastic Moulded Hook

Construction: 100% Polyamide

Colour: Black / White / Transparent

Standard Width Available mm: 12, 16,20, 25, 30, 38, 50, 75, 100, 150 (x5%) or wider widths on request

Standard Length: 50 metre rolls or cut pieces

Softening temperature point: 190°C

Melting temperature point: 200°C

Physical & Chemical Characteristics

Hook height 0.46 mm
Base thickness 0.20-0.22 mm
Total thickness 0.66-0.68 mm
Density 121 hooks per cm?
Resistance to temperatures No change below 150°C
No change in -20°C for 5 hours
Strength in water Retains 50% of closure strength in water and recovers 100% after drying
i i Resistance against diluted acids & alkaline at low temperature, trichloroethylene
Resistance to chemicals .
& solvents used for dry cleaning
Fraying None
Influence of insects or mould Not affected
Influence of humidity In humidity over 90% RH, closure strength is somewhat reduced
Resistance to UV Limited resistance, use polyester tape if exposure to high UV light
Test Method Moulded hook with velour loop
No. of cycles EN1414
Peel Strength EN12242 (N/cm width) 2.0-2.3 (minimum 2.0)
Shear Strength EN13780 (N/cm®) 22.0-25.0 (minimum 22)
Colour fastness Test Method Grade
Light 150 105-B02 =5onascaleof 8
Water & seawater 150 105-E01 4 on ascale of 5
Washing 60°C IS0 105-C10C 4 onascaleof 5
Sweat ISO 105-E04 4 onascaleof 5
Rubbing wet & dry 1SO 105-X12 4 onascaleof 5
Ironing 1SO 105-X11 4 onascaleof 5
Dry-cleaning 150 105-D01 4 onascaleof 5
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AC1 Acrylic Adhesive System

Description

The AC1 adhesive system provides high adhesion, excellent tack and shear strength together with excellent moisture
and weather resistance. Additionally, it offers very good adhesion to cold, damp surfaces as well as low surface
energy products such as PVC and polyethylene.

The all-round high performance of this AC1 adhesive makes this product highly beneficial in many applications and
offers an incomparable alternative when faced with extreme conditions.

Technical Data

Adhesive Polyacrylic modified, permanent (solvent free)
Adhesive thickness 0.24mm
Adhesive weight 230g/m*
Carrier PES/PVA Diagonal Scrim
Liner 80 mic. Polyalefin Liner
Peel Adhesion Min 30N/25mm (AFERA 5001)
Service temperature resistance. -40°Cto +100°C
Kleur Zwart
Wasvoorschriften NIET WASBAAR (de lijmlaag kan dan loslaten)

De hierboven vermelde informatie dient enkel als richtlijn.
Bij afname van grotere hoeveelheden kan een test stukje aangevraagd worden.
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